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No. 3533: Brass Disk (CTA Monument) at the Southwest Corner

of 63rd Street and Harvard Street EI 19.71
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. For Elevation F-F see Sheet CGa3.
. For Detail 1 see Sheet CGa4.
. Work Sheets CGal thru CGa4 fogether.

GENERAL NOTES:

Station and offsets are measured from B & PGL S. Wells St.
fo the front face of the new retaining wall.

. Existing utilities In conflict with new retaining wall shall be

abandoned or relocated according to directions given in
the Roadway Flans.

. All exposed concrete edges shall have a 3" by 45°

chamfer except where shown otherwise. Chamfer on
vertical edges shall be continued a minimum of 1 foot
below the finished ground line.

. A protfective coat shall be applied according fo Section 503.19

of the Standard Specifications to all concrete surfaces. not
in contact with soil.

. All construction joinls shall be bonded.

. Reinforcement bars shall conform to the requirements of

AASHTO M31 or M322, Grade 60.

. Reinforcement bars designated "(E)" shall be epoxy coated.

. Existing reinforcing steel which is exposed by the concrete

removal process, but which Is to remain partially embedded
in the existing structure shall be cleaned to be free of
existing concrete & rust, strengthened if necessary and
recast info the new concrete. (Cost included with Concrete
Removal).

. The back face of the Retaining Wall shall be waterproofed

according to Article 503.18 of Standard Specifications.

. The Outlines of Existing Footings have been prepared based

on avdilable existing Plans and other information. Actual

field conditions may vary due to construction. Plan Dimensions
and Details relating to Existing Structures have been taken
from Existing Plans and are subject to nominal construction
variations. It shall be the Contractor’s responsibility to verify
such Dimensions and Details in the fleld and make necessary
approved adjustments prior to construction or ordering of
Materials. Such variations shall not be couse for additional
compensation or a change in the Scope of Work.  However,
the Contractor will be paid for the Quantity actually furnished
at the Unit Price for the Work.

. The Contractor shall take caution not to impact or

damage the SBC Telephone Duct & Vault extending along
S. Wells St.  Any damage 1o the above facility shall be paid
for by the Contractor at his own expense.

12.Cost of Removal of Existing Bridge Railing to be included

in cost of Concrete Removal,

FMATTHEW J. %

§ PREGMON 3

081-006008 §

% CcHIcaco  f
i

For Bill of Material see Sheet CGa4.

. See Civil Drawing for Utility Symbols.

. For details of Concrete Curb Type B (Special)

see Roadway Plans.
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DESIGN SPECIFICATIONS

2002 AASHTO, Standard Specifications
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FIELD UNITS

f'c = 3,500 psi
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